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Product Introduction
The GKM3 series triaxial Vibration sensor is an independently developed by RUICOM

Technology, applicable to vibration testing, impact testing, and other fields. This product

employs an analog current output design, supports address code settings, and allows

multiple sensors to be used in series over long distances, facilitating multi-point

measurement and data analysis.

The GKM3 utilizes single-crystal silicon capacitive sensing technology. Its core components

include a micromachined silicon chip, a low-power ASIC signal conditioning circuit, a

microprocessor for storing compensation data, and an integrated temperature sensor. The

product undergoes precise calibration and features low power consumption, stable structure,

and reliable output. Its electronic system employs a solid-state power supply reset design

and provides overcurrent protection to ensure safe operation.

This series of products, with its robust structural design, excellent power consumption

control, and good deviation stability, meets the requirements for high-reliability

measurements.

Application Scope

❖ Flight data recording and analysis ❖ Structural fatigue monitoring and life prediction
❖ Bridge structural health monitoring ❖ Track vibration and roadbed stability monitoring
❖ Vehicle vibration testing and monitoring ❖ High-speed train operation status monitoring
❖ Wind turbine generator vibration monitoring
❖ Vibration fault early warning for large machinery
❖ Monitoring of heavy equipment such as road rollers

Technical Highlights

❖ Analog current output interface;

❖ Vibration: 10~2000Hz, 10g;

❖ Shock: 100g@11ms, triaxial (half-sine wave);

❖ Excellent mechanical strength and long-term stability.
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Performance Parameters
GKM3 Parameter Unit

Measurement Range ±2 ±4 ±8 ±10 ±20 ±40 g

Bias Calibration <1 <1 <1 <1 <1 <1 mg

Measurement Axis X,Y,Z X,Y,Z X,Y,Z X,Y,Z X,Y,Z X,Y,Z axis
Upward/Power-Off
Repeatability <2 <2 <2 <2 <2 <2 mg(max)

Sensitivity (±10%) 4 2 1 0.8 0.4 0.2 mA/g

Bias Temp Coefficient 0.01 0.01 0.01 0.05 0.05 0.05 %/℃
Resolution/Threshold
(@ 1Hz) < 1 < 1 < 1 < 1 < 1 < 1 mg(max)

Nonlinearity <1 <1 <1 <1 <1 <1 % FS(max)

Response Frequency 500 500 500 500 500 500 Hz

Bandwidth (3dB) 1000 1000 1000 1000 1000 1000 Hz

Cross-Axis Sensitivity 1 1 1 2 2 2 %
Transverse Vibration
Sensitivity Ratio 1 1 2 5 5 5 %

Resonant Frequency 2.4 2.4 2.4 5.5 5.5 5.5 kHz

Noise Density 21 21 21 86.6 86.6 86.6 μg/√Hz

0g Output 12mA <0.005 <0.005 <0.005 <0.003 <0.003 <0.003 mA

Output Current 4~20mA

Input (VDD_VSS) 9-36 VDC
Operating Current
Consumption <60mA @ 12 VDC

Protection Class IP67

Connector MI2*1.0 / 5-pin aviation plug connector

cable 2-meter black PVC shielded cable, weight: 131g

Product Material Product: Aluminum alloy
magnetic bottom plate: Carbon steel+magnet

Product Weight Net Weight: ≤68g, Magnetic Base: ≤50g

Product size Shell size: L36×W32×H24mm
Magnetic Base Size: L36×W32×H8.1mm

Note: Do not use beyond the specified range for extended periods.

Ordering and Selecting

Model Range

-

Output current

-

Installation Method

GKM3

02: ±2g A1: 4~20mA T: Standard

04: ±4g A: Magnetic Adsorption Base

08: ±8g

10: ±10g

20: ±20g

40: ±40g

E.g: GKM302-A1-T: ±2g measurement range /4~20mA Output/standard installation.
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Product Size

Shell size: L36×W32×H24mm
Installation size: L29×W25×H4mm

Mounting screws: 4 M4 screws
Installation accessory size

Magnetic base plate size: L36×W32×H8.1mm
Installation size: L29×W25×H11.6mm

Installation method: Magnetic adsorption base installation
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Spatial coordinate system

PIN Definition

Connector PIN/line color PIN Definition

PIN1/Brown DC9~36V

PIN2/White X-axis current signal

PIN3/Blue Y-axis current signal

PIN4/Black GND

PIN5/Yellow-green Z-axis current signal

Acceleration calculation formula
Acceleration = (Output Current - 12mA) ÷ Sensitivity
Sensitivity can be obtained from theoretical values of technical parameters or actual
tests.
Example: GKM302-A1-T (±2g measurement range 4~20mA output current range), when
the output current is 13mA,
acceleration = (13 - 12)/4 = 0.25g
Note: There is a gravity of 1g in the vertical direction when at rest.
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Web: www.ruicomtech.com E-mail: sales@ruicomtech.com
Tel: 0755-23087719 After-sales technical support:+86 183 0761 1639
Add:Building 1, Lixin Lake Creative Park, 1 Furui Rd, Fuhai St, Bao'an, Shenzhen

Sensitivity amplitude-frequency response characteristic curve
Reference conditions: f = 20.000 Hz, a = 2.000 G

Reference chart for range ±8G

Sensitivity linearity curve
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